
Accel-Cool™  

(3, 6, 17.5 & 55 Gal Recyclers) 

Benefits 
 Reduces Recycler Cooling Time 
 

 Only requires Compressed Air—NO 

WATER! 
 

 Low CFM Consumption w/ Air 

Amplifier  
 

 Complies or Exceeds International 

Safety Standards 
 

 Fully Automated Cycle  
 

 1 Year Warranty—Longest in the 

Industry 
 

 BECCA Care™  - Local sales, 

Accel-Cool  
Accelerated Cooling System 

for Increased Productivity 

 

“Innovation for Waste Minimization” 

The  
Professionals 

Choice 

TM 

™   



In today’s environment, industrial operations 

know the meaning of efficiency, reduced 

cycle time and variable cost reduction. 

BECCA continues to redefine what a Solvent 

Recycler supplier should do for its 

customers: 

Help Customers Succeed 

Deliver Quality Products 

Bring the Latest in Technology 

Provide the Best Service 

Let us show you the BECCA Care™ way! 

It’s all about improving 

your productivity, finishing 

quality, & saving money. 

 

BECCA Accel - Cool™ 
 

BECCA has created the finest system for reducing 

your solvent purchases and your Hazardous Waste 

generation! The BECCA Solvent Saver™  is simply the 

most practical, cleanest and most cost effective 

solution for your solvent recovery needs.  

Now BECCA has designed Accel-Cool to reduce the 

time it takes to cool the 

recycler and get it ready for 

the next process. Results will 

vary depending on the 

amount of solids in your 

particular waste. Testing and actual use have shown 

a reduction of up to 75% in cooling time.  

(Test conducted w/ 17.5 Gal Recycler) 

  
 

 

For More Information go 

to www.beccainc.com 

2010 Cobb International Blvd 

Suite H 

Kennesaw, GA 30152 

T 800. 655.5649 

F 800. 655. 5684 

www.beccainc.com 

sales@beccainc.com 
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Accel-Cool™ 

Normal 

Cooling 

Air Consumption 
       20 PSI   40 PSI    60 PSI   80 PSI   100 PSI 

7  SCFM 12 SCFM 16.5 SCFM 21.5 SCFM   26 SCFM 


